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Hydraulic Mulchers for Excavators 8.0 - 16.0 Ton

TE100P REV FORESTAL - TE120P REV FORESTAL

TECHNICAL FEATURES AND STANDARD EQUIPMENT:

- Toothed high-performance belts transmission.

- Internally rinforced with inside double-case body with interspace.

- Protective belts-cover.

- Shearing symmetric head, for a faster working by the excavator rotation.

- Input and output mouths completely identical, adjustable faceplates,
fully openable for higher cutting capacity.

- Side skids adjustable on 3 positions to change the height of the cut.

- Wood flanged rotor rotor with 360° rotating hammer M9D.

- Inside Rotor Supports with “labyrinth” for the protection of the bearings by the impurities.

- Double Row spherical adjustable bearings of 1st quality.

- Anti-cavitation valve.

- Gear Motor with cast iron flanging with drainage.

- Accident prevention chains protections according to EC directives.

M9D

12cm
The technical data between the various models differ according to the table below.
Cutting .
Model Excavators width Measures Weight Oil min I/min ABar Rotor Transmission Displacement Blade
Ton om LxAxH cm kg min/max

TE 100P REV 200 Wood N.1 Belts 360° rotating

FORESTAL 8.0- 16.0 100 125X95X85 535 70-80-100 220 flanged H.50 44 -52-62 hammer
TE 120P REV 200 Wood N.1 Belts 360° rotating

FORESTAL 8.0-16.0 120 145X95X85 595 70-80-100 220 flanged H.50 44-52-62 hammer °®
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ACCESSORIES

Excavator
Ton

8.0-120

Attachment with Pins

12.0-16.0

Hoses Kit L.1800 mm Echa(\)/stor Measure

8.0-16.0 1"

Excavator Pressure
Ton Bar

8.0-16.0 210-450

Piston Engine

Feeler Roller

NOTES:

« It is essential to connect the hydraulic mulcher with the return hose of the engine on the oil tank of the
excavator with the excavator in hammer mode and not gripper mode.

« In the event that the excavator has the drain line properly installed to drain into the oil tank, it is recommended
to disconnect the drain tube from the valve block and connect it to the drain line on the excavator.

« Remember that the rotor of the mulcher may experience a decline in the number of laps during the movement
of the excavator.

The data are indicative and not binding on the manufacturer.



